
AmiNET130H
IP Set-Top Box with AVC & HD Support for Premium

Guest Room Applications

Designed to provide System Integrators with a premium

solution for interactive IPTV, the AmiNET130H is the first

hospitality single chip Set-Top Box (STB) that supports High

Definition (HD) TV output and low bit-rate codecs. 

High Definition Output
With a dedicated HDMI port that supports video resolutions up

to 720p & 1080i and graphical resolutions up to 720 x 1280,

and analogue AV connectors, the STB provides the complete

solution for today and tomorrows hospitality needs. HD will

enable increased revenues through a higher level of service &

through additional chargeable services such as Internet on TV

Advanced Codec Support
The incorporation of low bit rate codecs such as H.264 allows

the use of HD content without the associated bandwidth issues.

The reduction in bandwidth allows for lower infrastructure

costs, thus reducing the total cost of ownership.

Guest Internet Connection

Guest Internet usage can be an integral part of the service and

a key revenue source. With the AmiNET130H, it is not

necessary to route multiple physical networks to each guest

room. The AmiNET130H provides a dedicated, fast Ethernet

connection for guest use. The connection has built-in quality of

service (QoS) control allowing guest and video traffic to share a

single IP network with complete security and without

compromising video transmission quality.

TV Interface (TVI)
Where specific hospitality TVs are used the STB can

communicate and control the TV set. This provides several

benefits, such as: 

• No visible hardware 

• TV control through STB, browser and network

Currently Philips Smartport, LG/Zenith MPI and

Panasonic/Sony MATE protocols are supported. (Check with

an Amino sales representative for details on future protocols).

Robust Design
The AmiNET130H is designed to be both discreet and robust.

The slim line black case can be mounted out of sight or under

a desk and is intended to discourage unauthorised removal.

Main Features
• High performance integrated silicon architecture, 300 MIPs

with dedicated codec support

• Flexible AV options

• HDMI with HDCP up to 720p and 1080i

• Composite, S-Video, Component, RGB and SCART

• Dolby 5.1 multi-channel audio (optical S/P-DIF) and 

• analogue stereo

• 4:3 and 16:9 video stream aspect ratios

• MPEG 1, 2 & 4 (AVC) H.264 

• Second, fast Ethernet port for guest Internet connection with

QoS functionality

• TVI support for leading hospitality TVs

• Video Protocols

• Multicast IPTV (IGMP control)

• VoD (RTSP control)

• USB 2.0 master

• IR remote control (combines TV and STB functions)

• Discreet, robust chassis with integral fixings

• Optional remote IR Extender

• Cost effective management and maintenance

• Key-protected, scalable multicast software upgrade

• Remote management via network

• Macrovision copy protection

Advance Information: This document contains the specification
for a product under continuous development. Specifications
may change in any manner without notice.
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IR Extender
For prestigious environments, where a minimum visibility

installation or control of AV equipment is required, the

AmiNET130H can be installed out-of-sight behind a cabinet or

partition. To allow control of the STB an IR Extender (sold

separately) replicates the IR input and blasting facility on the

front of the STB, with a range of 6 metres (minimum using an

Amino remote). The IR Extender is mounted close to the guest-

room TV using the adhesive pads supplied. Its 2.5 metre cable

plugs into the STB connector, allowing power to be supplied by

the AmiNET130H. 

Application Development
Amino software technology is based on open standards such

as Linux and HTML. Application developers for the

AmiNET130H benefit from the Amino JMACX system which

enables full control of the STB functions from the browser.

JMACX provides the service operator with a powerful set of

HTML and JavaScript extensions which allow simple and highly

effective user interface designs to be created or ported. 

For increased flexibility in creating custom applications ADKs

and SDKs are also available. 

Supported Browsers
The AmiNET130H will support Ant and Opera browsers.

Content Protection
The AmiNET130H is compatible with a range of leading

smartcard-based and smartcard-less content protection and

rights management solutions.

Installation
Installation requires:

• One power socket for the external, in-line power supply

• One Ethernet connection to a central video server

• Optional remote IR Extender

Multicast Loader
The Amino multicast server software ensures that any DHCP-

configured Amino set-top (such as the AmiNET130H)

connecting to the network, may be rapidly and securely loaded

with the latest signed software image authorised by the service

provider. The multicast loader is installed on a Linux PC at the

head-end, and transmits the software image in a continuous

carousel, ensuring rapid start-up regardless of the number of

set-tops in the system. It is therefore completely scalable.

Detailed Specification

Accessories

Amino Communications Ltd: Buckingway Business Park, Anderson Road, Swavesey, Cambridge, CB24 4UQ Tel: +44 (0)1954 234 100 Fax: +44 (0)1954 234 101 

US: 3625 Brookside Parkway, Suite 150, Alpharetta, GA 30022 Tel: +1 678 636 6000  Fax: +1 678 636 6001  

Email: info@aminocom.com, Website: www.aminocom.com 

Multi-function IR Remote Standard

IR Keyboard Optional

Power Supply with Regional Power Standard

SCART Cable Optional

Svideo + Composite Cable (CVBS) Optional

Component  Video Cable (YpbPr) Optional

HDMI Cable Optional

Remote IR Extender Optional

Outputs HDMI, Composite, S-Video, Component

Video, Scart, SD/HD PAL or NTSC-M,

Optical S/P-DIF, USB 2.0, TVI port,

Ethernet 10/100 Base T

Inputs Ethernet 10/100 Base T

Codecs MPEG1, 2 & 4 AVC

Size 190 x 134 x 36mm

Construction Zintec pressing

Finish Black, painted

Power 5.2V, 3A, 8W typical usage 

Operating

Environment

ETS 300-019-1-3 Class 3.1

EMC

Conformance

EN55022. FCC Part 15

Safety Approvals Safety certification to EN60950, and

ELSVD. CE, CB and CSA safety approval

Rear View



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


